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1
COMPACTIBLE STROLLER

PRIORITY CLAIM

This application claims priority under 35 U.S.C. §119(e) to
U.S. Provisional Application Ser. No. 61/711,590, filed Oct.
9, 2012, which is expressly incorporated by reference herein.

BACKGROUND

The present disclosure relates to collapsible strollers for
juveniles, and particularly, a mobile cart for a juvenile vehicle
seat. More particularly, the present disclosure relates to a
juvenile vehicle seat that can be mounted on a frame to
provide a juvenile stroller.

Juvenile strollers are used widely to transport young chil-
dren. Foldable strollers including collapsible frame assem-
blies can be placed in vehicle trunks or storage areas. Car-
egivers appreciate compact foldable strollers that do not
require a lot of storage space so that space is available
onboard a vehicle or elsewhere for storage of other items.

SUMMARY

A collapsible stroller in accordance with the present dis-
closure includes a rolling base and a juvenile seat coupled to
the rolling base. The rolling base includes a foldable frame
and wheels.

In illustrative embodiments, a rolling base in accordance
with the present disclosure includes an elevated shell-support
frame and pivotable front and rear pivotable wheel units. Each
of the front and rear wheel units is mounted on the shell-
support frame for pivotable movement between an extended
position associated with an expanded use mode of the rolling
base to elevate the shell-support frame above the ground and
a retracted position associated with a collapsed storage mode
of'the rolling base to lower the shell-support frame toward the
ground. In illustrative embodiments, the juvenile seat
includes a seat shell configured to receive a juvenile and a
handle mounted on the seat shell for extensible movement
between retracted and extended positions to provide means
for moving a mobile unit including the rolling base and the
seat shell along ground underlying the rolling base in an
expanded use mode of the rolling base after the handle has
been moved relative to the seat shell to assume the extended
position.

In an illustrative collapsed storage mode, the rolling base
has been folded by a caregiver to cause the two wheel units to
be pivoted toward one another so that they criss-cross and lie
under the shell-support frame and lower the shell-support
frame closer to the underlying ground. In an illustrative
expanded use mode, the rolling base has been unfolded by a
caregiver to cause the two wheel units to be pivoted away
from one another so that the front wheel unit extends down-
wardly in a forward direction at an angle away from a front
end of the shell-support frame and the rear wheel unit extends
downwardly in a rearward direction at an angle away from a
rear end of the shell-support frame.

In illustrative embodiments, an infant carrier includes a
seat shell configured to receive an infant and a carry handle
mounted for pivotable movement between a storage position
and a carry position. The infant carrier also includes a shell
mount coupled to the seat shell and configured to provide
means for mounting the seat shell in a stationary (but releas-
able) position on the shell-support frame of the rolling base to
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2

move with the rolling base as the rolling base rolls along
ground underlying the rolling base to establish a stroller mode
of the infant carrier.

Also included in the infant carrier in illustrative embodi-
ments is a stroller push handle that is mounted on the seat
shell for sliding movement between a retracted storage posi-
tion and an extended use position so that a caregiver can
mount the infant carrier on the rolling base to establish the
stroller mode of the infant carrier and extend the push handle
to create a stroller. Later, the caregiver can elect to separate
the infant carrier from the rolling base to establish a carrier
mode of the infant carrier, retract the stroller push handle, and
pivot the carry handle to its carry position. The rolling base
can be folded to assume a compact storage configuration. In
illustrative embodiments, a basket is configured to be mated
to the rolling base to provide a rolling storage system and
alternatively to be separated from the rolling base and con-
verted into a shoulder bag when the infant carrier is separated
from the rolling base.

Additional features of the present disclosure will become
apparent to those skilled in the art upon consideration of
illustrative embodiments exemplifying the best mode of car-
rying out the disclosure as presently perceived.

BRIEF DESCRIPTION OF THE DRAWINGS

The detailed description particularly refers to the accom-
panying figures in which:

FIG. 1 is a perspective view of a compactible stroller in
accordance with the present disclosure showing that the
stroller includes a rolling base including an elevated shell-
support frame, an infant carrier having a seat shell mounted
temporarily to the elevated shell-support frame so that the
infant carrier can be moved easily in stroller mode on the
rolling base by a caregiver using a retractable stroller push
handle mounted on a rear portion of the seat shell, and a
basket coupled to the elevated shell-support frame and
arranged to lie under the seat shell of the infant carrier;

FIG. 2 is an exploded perspective assembly view of the
components shown in FIG. 1 that cooperate to provide the
compactible stroller and showing that each of the infant car-
rier and the basket has been separated from the shell-support
frame of the rolling base and that the rolling base has been
collapsed in a controlled manner by a caregiver after separa-
tion of the infant carrier and the basket to assume a compact
configuration by pivoting a pivotable front wheel unit relative
to the shell-support frame in a counterclockwise direction and
by pivoting a pivotable rear wheel unit relative to the shell-
support frame in a clockwise direction;

FIG. 3 is a perspective view showing a caregiver gripping
a grip portion of an extended stroller push handle included in
the infant carrier while the infant carrier is mounted in a
stroller mode on the rolling base;

FIG. 4 is a perspective view showing that a caregiver has
collapsed the rolling base to assume a compact storage con-
figuration and moved the slidable stroller push handle down-
wardly to a retracted position on a seat back of the seat shell
and that the caregiver is now wearing the separated basket as
a shoulder bag and carrying the infant carrier by means of a
pivotable carry handle that is coupled to the seat shell and
separated from the stroller push handle;

FIG. 5 is arear perspective view of the compactible stroller
of FIG. 1;

FIG. 6 is a similar view showing separation of the infant
carrier from the underlying rolling base;
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FIG. 7 is a similar view showing the basket still coupled to
the shell-support frame in the rolling base after separation of
the infant carrier from the shell-support frame;

FIG. 8 is a similar view after separation of the basket from
the shell-support frame of the rolling base and showing that
the rear wheel unit (on the left) is mounted for pivotable
movement about a rear pivot axis relative to the elevated
shell-support frame and the front wheel unit (on the right) is
mounted for pivotable movement about a front pivot axis
relative to the elevated shell-support frame; and

FIG. 9 is a perspective view showing the rolling base in a
compact storage configuration after the front wheel unit has
been pivoted about the front pivot axis in a clockwise direc-
tion and the rear wheel unit has been pivoted about the rear
pivot axis in a counterclockwise direction.

DETAILED DESCRIPTION

A stroller 10 in accordance with the present disclosure
includes a collapsible rolling base 12, an infant carrier 14
adapted to be mounted temporarily on rolling base 12 to
assume a stroller mode, and a basket 16 adapted to be
mounted on rolling base 12 to lie under infant carrier 14 as
suggested in FIGS. 1 and 3. Rolling base 12 is configured to
be unfolded to establish an expanded use mode as shown, for
example, in FIG. 1 and folded to establish a collapsed storage
mode as shown, for example, in FIG. 2. At the option of a
caregiver, infant carrier 14 can be separated from rolling base
12 to assume a carrier mode, basket 16 can be separated from
rolling base 12 to assume a shoulder bag mode, and rolling
base 12 can be folded to assume the collapsed storage mode as
suggested in FIGS. 3 and 4.

Rolling base 12 includes an elevated shell-support frame
20, a front wheel unit 21, and a rear wheel unit 22 as shown,
for example, in FIG. 8. Shell-support frame 20 is configured
to mate with a shell mount 54 included in infant carrier 14 to
support a seat shell 50 included in infant carrier 14 as sug-
gested in FIGS. 1, 5, and 6. Each of front and rear wheel units
21, 22 is mounted on shell-support frame 20 for pivotable
movement between an extended position associated with the
expanded use mode of rolling base 12 and a retracted position
associated with the collapsed storage mode of rolling base 12.

Front wheel unit 21 is mounted for pivotable movement
about a front pivot axis 21A on a front end 20F of shell-
support frame 20 as suggested in FIG. 8 between an extended
position shown, for example, in FIGS. 1, 5, and 8 and a
retracted position shown, for example, in FIGS. 2, 4, and 9.
Rear wheel unit 22 is mounted for pivotable movement about
arear pivot axis 22A on arear end 20R of shell-support frame
20 as suggested in FIG. 8 between an extended position
shown, for example, in FIGS. 1, 5, and 8 and a retracted
position shown, for example in FIGS. 2, 4, and 9. Front and
rear pivot axes 21A, 22A are arranged to lie in spaced-apart
parallel relation to another in an illustrative embodiment as
suggested in FIG. 8.

An ultra compact infant car seat stroller 10 is provided in
accordance with the present disclosure. Spatial issues relating
to travel and use in small cars, apartments, and homes are
solved owing in part to provision of a collapsible rolling base
12 adapted to be mated to an infant carrier 14 as disclosed
herein.

Elevated shell-support frame 20 of rolling base 12 is rect-
angle-shaped in an illustrative embodiment and formed to
include a central basket-receiving aperture 24 as suggested in
FIG. 8. Basket 16 is configured in an illustrative embodiment
to mate with shell-support frame 20 in a stroller mode and
extend downwardly through central basket-receiving aper-
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ture 24 as suggested in FIGS. 5-7. Basket 16 comprises a
fabric or other non-rigid material (e.g., molded EVA) and is
non-permanently attached to rolling base 12.

Elevated shell-support frame 20 includes a front bar 25
arranged to extend generally along front pivot axis 21A and a
rear bar 28 arranged to lie in spaced-apart relation to front bar
25 and to extend generally along rear pivot axis 22A as
shown, for example, in FIG. 8. Shell-support frame 20 also
includes first and second side bars 26, 27. First side bar 26 is
arranged to interconnect companion first ends of each of front
and rear bars 25, 28 as suggested in F1G. 8. Second side bar 27
is arranged to lie in spaced-apart relation to first side bar 26
and to interconnect companion second ends of each of front
and rear bars 25, 28 as also suggested in FIG. 8. Front, first
side, rear, and second side bars 25, 26, 28, and 27 are con-
nected in series to form an endless loop 29 and a boundary of
central basket-receiving aperture 24 in an illustrative embodi-
ment as suggested in FIGS. 7 and 8.

Front wheel unit 21 of rolling base 12 includes a first front
leg 31, a second front leg 32, and a front stretcher 33 arranged
to interconnect first and second front legs 31, 32 as shown, for
example, in FIGS. 1 and 8. Front wheel unit 21 also includes
a first front wheel 34 mounted for rotation on a lower end of
first front leg 31 and a second front wheel 35 mounted for
rotation on a lower end of second front leg 32. An upper end
of first front leg 31 is mounted on a forward end of first side
bar 26 of shell-support frame 20 for pivotable movement
about front pivot axis 21A. An upper end of second front leg
32 is mounted on a forward end of second side bar 27 of
shell-support frame 20 for pivotable movement about front
pivot axis 21A. In an illustrative embodiment, each of first
and second front legs 31, 32 are oriented to slope forwardly in
a generally positive direction as suggested in FIGS. 1 and 8 to
place front wheels 34, 35 generally forward of the front pivot
axis 21A when rolling base 12 is unfolded to assume the
expanded use mode as suggested in FIGS. 1 and 8.

Rear wheel unit 22 of rolling base 12 includes a first rear leg
41, a second rear leg 42, and a rear stretcher 43 arranged to
interconnect first and second rear legs 41, 42 as suggested, for
example, in FIGS. 1 and 8. Rear wheel unit 22 also includes
a first rear wheel 44 mounted for rotation on a lower end of
first rear leg 41 and a second rear wheel 45 mounted for
rotation on a lower end of second rear leg 42. An upper end of
first rear leg 41 is mounted on a rearward end of first side bar
26 of shell-support frame 20 for pivotable movement about
rear pivot axis 22A. An upper end of second rear leg 42 is
mounted on a rearward end of second side bar 27 of shell-
support frame 20 for pivotable movement about rear pivot
axis 22A. In an illustrative embodiment, each of first and
second rear legs 41, 42 are oriented to slope rearwardly in a
generally negative direction as suggested in FIGS. 1 and 8 to
place rear wheels 44, 45 generally rearward of the rear pivot
axis 22A when rolling base 12 is unfolded to assume the
expanded use mode as suggested in FIGS. 1 and 8.

Infant carrier 14 includes a seat shell 50 configured to
receive an infant (not shown) therein, a carry handle 52
coupled to seat shell 50 for pivotable movement about a
handle pivot axis 52A, and a shell mount 54 coupled to seat
shell 50 and adapted to be coupled to shell-support frame 20
as suggested in FIG. 2. Infant carrier 14 also includes a
stroller push handle 56 mounted for movement on seat shell
50 between (1) an extended position in which a grip portion
560 included in push handle 56 is arranged to lie above seat
shell 50 to be gripped by a caregiver when infant carrier 14 is
mounted in a stroller mode on rolling base 12 to provide
stroller 10 as suggested in FIGS. 1 and 3 and (2) a retracted
position in which grip portion 560 of stroller push handle 56
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is arranged to lie alongside seat shell 50 and away from carry
handle 52 when infant carrier 14 has been separated from
rolling base 12 as suggested in FIGS. 2 and 4 to assume a
carrier mode.

Seat shell 50 includes a seat bottom 501 and a seat back 502
arranged to extend upwardly from a rear portion of seat bot-
tom 501 as suggested in FIG. 2. Infant carrier 14 also includes
an expandable canopy 58 coupled to seat back 502 and mov-
able between an opened position shown in FIGS. 1 and 3 and
a closed position shown in FIGS. 2 and 4.

Carry handle 52 includes a grip portion 520, a first arm 521,
and a second arm 522 as suggested in FIGS. 1 and 2. First arm
521 includes an upper end fixed to a first end of grip portion
520 and a lower end pivotably coupled to a first side of seat
shell 50. Second arm 522 includes an upper end fixed to an
opposite second end of grip portion 520 and a lower end
pivotably coupled to an opposite second side of seat shell 50.
Grip portion 520 is arranged to lie above an infant-receiving
region 523 formed in seat shell 50 upon movement of carry
handle 52 from a retracted storage position shown in FIG. 1 to
an extended carry position shown in FIGS. 2 and 4. Itis within
the scope of the present disclosure to configure carry handle
52 so that it functions as a carry handle and as a stroller push
handle.

Shell mount 54 is a seat shell anchor system that is shown
diagrammatically in FIG. 2 and that is configured to retain
seat shell 50 of infant carrier 14 temporarily in a stationary
position on the elevated shell-support frame 20 of rolling base
12 when infant carrier 14 is mounted in stroller mode on
rolling base 12 as suggested in FI1G. 1. Shell mount 54 can be
of any suitable construction and may include shell anchors
(not shown) mounted for movement on seat shell 50 between
carrier-retaining positions engaging shell-support frame 20
and carrier-releasing positions disengaging shell-support
frame 20. Shell mount 54 may also include an anchor con-
troller (not shown) configured to provide means for moving
the shell anchors relative to seat shell 50 at the same time with
one actuation force so that seat shell 50 is free to be separated
from shell-support frame 20 rolling base 12 to assume the
carrier mode as suggested in FIG. 4. It is within the scope of
this disclosure to provide an anchor controller comprising a
movable release handle on seat shell 50 along with cables
interconnecting the release handle and the shell anchors and
springs biasing the shell anchors toward carrier-retaining
positions.

Stroller push handle 56 is arranged to slide up and down on
seat back 502 of seat shell 50 between an extended position
associated with the stroller mode of infant carrier 14 as shown
in FIGS. 1 and 3 and a retracted position associated with the
carrier mode of infant carrier 14 as shown in FIGS. 2 and 4.
Stroller push handle 56 includes a grip portion 560, a first arm
561, and a second arm 562 as suggested in FIG. 5. First arm
561 includes an upper portion fixed to a first end of grip
portion 560 and a lower portion received in a first slide chan-
nel 561C provided on a first side of seat back 202. Second arm
562 includes an upper portion fixed to an opposite second end
of grip portion 560 and a lower portion received in a second
slide channel 562C provided on an opposite second side of
seatback 202. Each slide channel 561C, 562C is configured to
provide means for slidably receiving the lower portion of one
of the arms 561, 562 to support stroller push handle 56 for
up-and-down movement relative to seat shell 50 between the
extended and retracted positions.

Basket 16 is configured to function as (1) a storage basket
when mated to shell-support frame 20 of rolling base 12 a
suggested in FIGS. 1, 3, and 7 and (2) a wearable shoulder bag
when separated from shell-support frame 20 of rolling base
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12 as suggested in FIG. 4. Basket 16 includes a container 160,
a first handle 161 coupled to container 160, and a companion
second handle 162 coupled to container 160 and arranged to
lie in spaced-apart relation to first handle 161 as suggested in
FIG. 2. Any suitable fastening means may be used to mount
container 160 of basket 16 to shell-support fame 20 to cause
shell-support frame 20 to border or surround a top aperture
opening into an interior region formed in container 160 as
shown, for example, in FIG. 7. First and second handles 161,
162 can be configured in accordance with the present disclo-
sure to provide such fastening means. Each of first and second
handles 161, 162 is adjustable in size so as to be lengthened at
the option of a caregiver to facilitate use of basket 16 as a
wearable shoulder bag as suggested in FIG. 4. In illustrative
embodiments, container 160 is made of a soft and pliable
material.

A compact collapsible stroller 10 includes an infant carrier
14 including a seat shell 50 configured to receive an infant
(not shown) and a rolling base 12 including a shell-support
frame 20 as suggested in FIGS. 1 and 2. Stroller 10 also
includes a shell mount 54 shown diagrammatically in FIG. 2
and configured to interconnect seat shell 50 and shell-support
frame 20 to support seat shell 50 in a supported position above
rolling base 12 for movement therewith in an expanded use
mode associated with rolling base 12 as suggested in FIGS. 1
and 3 and to release seat shell 50 from the supported position
to permit separation of seat shell 50 from rolling base 12 in a
collapsed storage mode associated with rolling base 12 as
suggested in FIG. 4.

Rolling base 12 further includes a front wheel unit 21 and
a rear wheel unit 22 as shown, for example, in FIGS. 1 and 7.
Front wheel unit 21 is mounted on shell-support frame 20 for
pivotable movement between a retracted position (illustra-
tively shown in FIG. 2) arranged to lie under shell-support
frame 20 in the collapsed storage mode of rolling base 12 and
an extended position (illustratively shown in FIG. 1) arranged
to extend away from an underside of shell-support frame 20 in
the expanded use mode of rolling base 12. Rear wheel unit 22
is mounted on shell-support frame 20 for pivotable movement
between a retracted position (illustratively shown in FIG. 2)
arranged to lie alongside front wheel unit 21 in the collapsed
storage mode of rolling base 12 and an extended position
(illustratively shown in FIGS. 1, 3, and 5) arranged to extend
away from shell-support frame 20 and from front wheel unit
21 in the expanded use mode of rolling base 12 to cooperate
with front wheel unit 21 to elevate shell-support frame 20
above ground underlying rolling base 12 in the expanded use
mode of rolling base 12.

Infant carrier 14 further includes a handle 56 in an illustra-
tive embodiment shown in FIG. 1. Handle 56 is mounted on
seat shell 50 for extensible movement relative to seat shell 50
between a retracted position suggested in FIG. 2 and an
extended position suggested in FIGS. 1, 3, and 5. Handle 56
is configured to provide means for moving a mobile unit
including rolling base 12 and seat shell 50 along ground
underlying rolling base 12 in the expanded use mode of
rolling base 12 after seat shell 50 is coupled to shell mount 54
to support seat shell 50 on rolling base 12 and handle 56 has
been moved relative to seat shell 50 to assume the extended
position as suggested in FIG. 3.

Each of the front and rear wheel units 21, 22 is mounted on
shell-support frame 20 for pivotable movement about a pivot
axis extending through shell-support frame 20 between the
retracted and extended positions as suggested in the present
disclosure. Front and rear wheel units 21, 22 are arranged on
shell-support frame 20 to position the pivot axis 21A of front
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wheel unit 21 in spaced-apart relation to the pivot axis 22A of
rear wheel unit 22 as suggested in an illustrative embodiment
shown in FIGS. 7-9.

Seat shell 50 includes a seat bottom 501 and a seat back 502
arranged to extend upwardly from the seat bottom 501 as
suggested in FIG. 2. Handle 56 includes a laterally extending
grip portion 560, an extensible first arm 561 including an
upper portion fixed to a first end of grip portion 560 and a
lower portion coupled to a first side of seat shell 50, and an
extensible second arm 562 including an upper portion fixed to
a second end of grip portion 560 and a lower portion coupled
to an opposite second side of seat shell 50 as suggested in
FIGS. 1-3 and 5. Grip portion 560 is arranged to lie above and
in rearwardly spaced-apart relation to seat shell 50 to locate
seat bottom 501 between grip portion 560 and front wheel
unit 21 to allow grip portion 560 to be gripped by a caregiver
in response to movement of handle 56 to the extended posi-
tion as suggested in FIG. 1.

Front wheel unit 21 includes a first front wheel 34, a first
front leg 31 having an upper end mounted for pivotable move-
ment on shell-support frame 20 and a lower end coupled to
first front wheel 34 to support first front wheel 34 for rotation
about an axis of rotation, a second front wheel 35, and a
second front leg 32 having an upper end mounted for pivot-
able movement on shell-support frame 20 and a lower end
coupled to second front wheel 35 to support second front
wheel 35 for rotation about an axis of rotation as suggested in
FIG. 1. Front wheel unit 21 also includes a front stretcher 33
coupled to first and second front legs 31, 32 as suggested in
FIG. 1.

Rear wheel unit 22 includes a first rear wheel 44, a first rear
leg 41 having an upper end mounted for pivotable movement
on shell-support frame 20 and a lower end coupled to first rear
wheel 44 to support first rear wheel 44 for rotation about an
axis of rotation, a second rear wheel 45, and a second rear leg
42 having an upper end mounted for pivotable movement on
shell-support frame 20 and a lower end coupled to second rear
wheel 45 to support second rear wheel 45 for rotation about an
axis of rotation as suggested in FIGS. 1 and 5. Rear wheel unit
22 also includes a rear stretcher 43 coupled to first and second
rear legs 41, 42 as suggested in FIG. 5.

First and second rear legs 41, 42 are arranged to lie in
laterally spaced-apart relation to one another to locate first
and second front legs 31, 32 in a space provided under shell-
support frame 20 and between first and second rear legs 41,42
in the collapsed storage mode of rolling base 12 in an illus-
trative embodiment as suggested in FIGS. 2, 8, and 9. Seat
bottom 50 is positioned to lie between first and second front
wheels 34, 35 and grip portion 560 of handle 56 when rolling
base 12 is moved to assume the expanded use mode and
handle 56 is moved to the extended position as suggested in an
illustrative embodiment shown in FIGS. 1 and 5.

Front wheel unit 21 is mounted in illustrative embodiments
on a front end 20F of shell-support frame 20 for pivotable
movement about a front pivot axis 21 A between a retracted
position arranged to lie under shell-support frame 20 in the
collapsed storage mode of rolling base 12 and an extended
position arranged to extend away from an underside of shell-
support frame 20 to elevate front end 20F of shell-support
frame 20 above ground underlying rolling base 12 in the
expanded use mode of rolling base 12 as suggested in FIGS.
8 and 9. Rear wheel mount 22 is mounted in illustrative
embodiments on a rear end 20R of shell-support frame 20 for
pivotable movement about a rear pivot axis 22A between a
retracted position arranged to lie under shell-support frame
20 in the collapsed storage mode of rolling base 12 and an
extended position arranged to extend away from the under-
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side of shell-support frame 20 to elevate rear end 20R of
shell-support frame 20 above ground underlying rolling base
12 in the expanded use mode of rolling base 12 as suggested
in FIGS. 8 and 9.

First front wheel 34 included in front wheel unit 21 is
arranged to lie in close proximity to rear end 20R of shell-
support frame 20 in the collapsed storage mode of rolling base
12 as suggested in the illustrative embodiment shown in FIG.
2. First rear wheel 44 included in rear wheel unit 22 is
arranged to lie in close proximity to front end 20F of shell-
support frame 20 in the collapsed storage mode of rolling base
12 as suggested in the illustrative embodiment shown in FIG.
2. First front leg 31 and first rear leg 41 are arranged to lie in
side-by-side criss-crossed relation to one another in the col-
lapsed storage mode of rolling base 12 and in spaced-apart
splayed relation to one another to diverge in a direction
extending away from shell-support frame 20 in the expanded
use mode of rolling base 12 as suggested in the illustrative
embodiment shown in FIG. 2. In the collapsed storage mode
of rolling base 12, first and second rear legs 41, 42 are
arranged to lie in laterally spaced-apart relation to one
another to locate first and second front legs 31, 32 in a space
provided under shell-support frame 20 and between first and
second rear legs 41, 42 as suggested in the illustrative
embodiment shown in FIG. 2.

Each of the first front and rear legs 31, 41 has a curved
shape in illustrative embodiments as suggested in FIGS. 1 and
3. A concave edge of first front leg 31 is arranged to extend
between the upper and lower ends of first front leg 31 and face
away from ground underlying rolling base 12 in the collapsed
storage mode of rolling base 12 and toward ground underly-
ing rolling base 12 in the expanded use mode of rolling base
12 as suggested in FIG. 2.

Each of the second front and rear legs 32, 42 has a curved
shape in illustrative embodiments as suggested in FIG. 1. A
concave edge of second front leg 32 is arranged to extend
between the upper and lower ends of second front leg 32 and
face away from ground underlying rolling base 12 in the
collapsed storage mode of rolling base 12 and toward ground
underlying rolling base 12 in the expanded use mode of
rolling base 12 as suggested in FIG. 2.

Shell-support frame 20 includes a front bar 25 arranged to
extend generally along front pivot axis 21A, a rear bar 28
arranged to extend generally along rear pivot axis 22A, a first
side bar 26 arranged to interconnect companion first ends of
each of front and rear bars 25, 28, and a second side bar 27
arranged to interconnect companion second ends of each of
firstand second rear bars 25, 28 as suggested in the illustrative
embodiment shown in FIGS. 8 and 9. The upper end of first
front leg 31 is mounted for pivotable movement about front
pivot axis 21A on a forward end of first side bar 26. The upper
end of second front leg 32 is mounted for pivotable movement
about front pivot axis 21 A on a forward end of second side bar
27. The upper end of first rear leg 41 is mounted for pivotable
movement about rear pivot axis 22A on an opposite rearward
end of first side bar 26. The upper end of second rear leg 42 is
mounted for pivotable movement about rear pivot axis 22 A on
an opposite rearward end of second side bar 27.

In illustrative embodiments, the front, first side, rear, and
second side bars 25, 26, 28, 27 are connected in series to form
an endless loop 29 and a boundary of a central basket-receiv-
ing aperture 24 as suggested in FIG. 8. Stroller 10 further
includes a basket 16 configured to mate with shell-support
frame 20 in the stroller mode of basket 16 and extend down-
wardly through central basket-receiving aperture 24 toward
ground underlying rolling base 12 as suggested in FIG. 7.
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Basket 16 comprises a pliable material and is attached non-
permanently to rolling base 12.

Stroller 10 further includes a stroller push handle 56 that is
mounted on seat shell 50 for sliding movement relative to seat
shell 50 between a retracted storage position and an extended
use position as suggested in FIGS. 3 and 4. Stroller push
handle 56 is configured to provide means for moving a mobile
unit including rolling base 12 and seat shell 50 along ground
underlying rolling base 12 in the expanded use mode of
rolling base 12 after seat shell 50 is coupled to shell mount 54
to support seat shell 50 on rolling base 12 and stroller push
handle 56 has been moved relative to seat shell 50 to assume
the extended use position. Stroller push handle 56 is mounted
for sliding movement on an exterior portion of seat back 502.
In illustrative embodiments, stroller 10 further includes a
carry handle 52 coupled to seat shell 50 for pivotable move-
ment about a handle pivot axis 52 A and to cooperate with seat
shell 50 to form a mobile infant carrier 14 that is separable
from shell mount 54 on rolling base 12 at least in the collapsed
storage mode of rolling base 12 as suggested in FIGS. 3 and
4.

Stroller push handle 56 includes a laterally extending grip
portion 560, a first arm 561 including an upper portion fixed
to a first end of grip portion 560 and a lower portion received
in a first slide channel 561C provided on a first side of seat
shell 50, and a second arm 562 including an upper portion
fixed to a second end of grip portion 560 and a lower portion
received in a second slide channel 562C provided on a second
side of seat shell 50 as suggested in FIGS. 1, 3, and 5. Grip
portion 560 is arranged to lie above and in spaced-apart
relation to seat shell 50 to be gripped by a caregiver in
response to movement of stroller push handle 56 to the
extended position and to lie alongside seat shell 50 and away
from carry handle 52 in response to movement of stroller push
handle 56 to the retracted position.

Basket 16 is configured to be mated to shell-support frame
20 to form a storage basket under seat shell 50 in the stroller
mode of rolling base 12 when seat shell 50 is supported on
shell mount 54 above rolling base 12 as suggested in FIGS. 2,
5, and 6 and is configured to provide a wearable shoulder bag
when separated from shell-support frame 20 as suggested in
FIG. 4. Basket 16 includes a container 160 formed to include
an article-storage space, a first handle 161 coupled to the
container, and a second handle 162 coupled to container 160
and arranged to lie in spaced-apart relation to first handle 161.
First and second handles 161, 162 are configured to provide
shoulder-strap means for carrying container 160 on a shoul-
der of a person as a wearable shoulder bag after separation of
basket 16 from shell-support frame 20. Container is arranged
to underlie seat shell 50 when seat shell 50 is supported on
shell mount 54 as suggested in FIGS. 5 and 6.

First and second handles 161, 162 cooperate to provide
fastening means for mounting container 160 of basket 16 of
shell-support frame 20 as suggested in FIGS. 5 and 6. Each of
the first and second handles 161, 162 is adjustable in size so as
to be lengthened at the option of a caregiver to facilitate use of
basket 16 as a wearable shoulder bag.

The invention claimed is:

1. A compact collapsible stroller comprising

a seat shell configured to receive an infant,

a rolling base including a shell-support frame, and

a shell mount configured to interconnect the seat shell and

the rolling base to support the seat shell in a supported
position above the rolling base for movement therewith
in an expanded use mode associated with the rolling base
and to release the seat shell from the supported position
to permit separation of the seat shell from the rolling
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base in a collapsed storage mode associated with the
rolling base, wherein the rolling base further includes a
front wheel unit mounted on a front end of the shell-
support frame for pivotable movement about a front
pivot axis between a retracted position arranged to lie
under the shell-support frame in the collapsed storage
mode of the rolling base and an extended position
arranged to extend away from an underside of the shell-
support frame to elevate the front end of the shell-sup-
port frame above ground underlying the rolling base in
the expanded use mode of the rolling base and a rear
wheel unit mounted on a rear end of the shell-support
frame for pivotable movement about a rear pivot axis
between a retracted position arranged to lie under the
shell-support frame in the collapsed storage mode of the
rolling base and an extended position arranged to extend
away from the underside of the shell-support frame to
elevate the rear end of the shell-support frame above
ground underlying the rolling base in the expanded use
mode of the rolling base, and wherein a first front wheel
included in the front wheel unit moves rearwardly to lie
in close proximity to the rear end of shell-support frame
in the collapsed storage mode of the rolling base and a
first rear wheel included in the rear wheel unit is
arranged to move forward to lie in close proximity to the
front end of the shell-support frame in the collapsed
storage mode of the rolling base wherein the shell-sup-
port frame comprises a central basket-receiving aperture
and the stroller comprises a basket configured to mate
with the shell-support frame in a stroller mode with the
basket extending downwardly through the central bas-
ket-receiving aperture toward ground underlying the
rolling base.

2. The stroller of claim 1, wherein the front wheel unit
further includes a first front leg having an upper end mounted
on the shell-support frame for rotation about the front pivot
axis and alower end coupled to the first front wheel to support
the first front wheel for rotation about an axis of rotation, the
rear wheel unit further includes a first rear leg having an upper
end mounted on the shell-support frame for rotation about the
rear pivot axis and a lower end coupled to the first rear wheel
to support the first rear wheel for rotation about an axis of
rotation, and the first front leg and first rear leg are arranged to
lie in side-by-side criss-crossed relation to one another in the
collapsed storage mode of the rolling base and in spaced-
apart splayed relation to one another to diverge in a direction
extending away from the shell-support frame in the expanded
use mode of the rolling base.

3. The stroller of claim 2, wherein each of the first front and
rear legs has a curved shape, and a concave edge of the first
front leg is arranged to extend between the upper and lower
ends of the first front leg and face away from ground under-
lying the rolling base in the collapsed storage mode of the
rolling base and toward the ground underlying the rolling
base in the expanded use mode of the rolling base.

4. The stroller of claim 2, wherein the front wheel unit
further includes a second front wheel and a second front leg
having an upper end mounted on the shell-support frame for
rotation about the front pivot axis and a lower end coupled to
the second front wheel to support the first second wheel for
rotation about an axis of rotation, the rear wheel unit further
includes a second rear wheel and a second rear leg having an
upper end mounted on the shell-support frame for rotation
about the rear pivot axis and a lower end coupled to the second
rear wheel to support the second rear wheel for rotation about
an axis of rotation, and the second front leg and second rear
leg are arranged to lie in side-by-side criss-crossed relation to
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one another in the collapsed storage mode of the rolling base
and in spaced-apart splayed relation to one another to diverge
in a direction extending away from the shell-support frame in
the expanded use mode of the rolling base.

5. The stroller of claim 4, wherein in the collapsed storage
mode of the rolling base the first and second rear legs are
arranged to lie in laterally spaced-apart relation to one
another to locate the first and second front legs in a space
provided under the shell-support frame and between the first
and second rear legs.

6. The stroller of claim 4, wherein each of the second front
and rear legs has a curved shape, and a concave edge of the
second front leg is arranged to extend between the upper and
lower ends of the second front leg and face away from ground
underlying the rolling base in the collapsed storage mode of
the rolling base and toward the ground underlying the rolling
base in the expanded use mode of the rolling base.

7. The stroller of claim 2, wherein the shell-support frame
includes a front bar arranged to extend generally along the
front pivot axis, a rear bar arranged to extend generally along
the rear pivot axis, a first side bar arranged to interconnect
companion first ends of each of the front and rear bars, and a
second side bar arranged to interconnect companion second
ends of each of the front and rear bars.

8. The stroller of claim 7, wherein the upper end of the first
front leg is mounted for pivotable movement about the front
pivot axis on a forward end of the first side bar, the upper end
of the second front leg is mounted for pivotable movement
about the front pivot axis on a forward end of the second side
bar, the upper end of the first rear leg is mounted for pivotable
movement about the rear pivot axis on an opposite rearward
end of'the first side bar, and the upper end of the second rear
leg is mounted for pivotable movement about the rear pivot
axis on an opposite rearward end of the second side bar.

9. The stroller of claim 1, wherein the stroller further com-
prises a stroller push handle that is mounted on the seat shell
for sliding movement relative to the seat shell between a
retracted storage position and an extended use position to
provide means for moving a mobile unit including the rolling
base and the seat shell along ground underlying the rolling
base in the expanded use mode of the rolling base after the
seat shell is coupled to the shell mount to support the seat shell
on the rolling base and the stroller push handle has been
moved relative to the seat shell to assume the extended use
position.

10. The stroller of claim 9, wherein the seat shell includes
a seat bottom and a seat back arranged to extend upwardly
from the seat bottom and the stroller push handle is mounted
for sliding movement on an exterior portion of the seat back.

11. The stroller of claim 9, wherein the stroller further
includes a carry handle mounted separately from the push
handle, the carry handle coupled to the seat shell for pivotable
movement about a handle pivot axis and to cooperate with the
seat shell to form a mobile infant carrier that is separable from
the rolling base at least in the collapsed storage mode of the
rolling base.

12. The stroller of claim 9, wherein the stroller push handle
includes a laterally extending grip portion, a first arm includ-
ing an upper portion fixed to a first end of the grip portion and
a lower portion received in a first slide channel provided on a
first side of the seat shell, and a second arm including an upper
portion fixed to a second end of the grip portion and a lower
portion received in a second slide channel provided on a
second side of the seat shell.

13. The stroller of claim 12, wherein the grip portion is
arranged to lie above and in spaced-apart relation to the seat
shell to be gripped by a caregiver in response to movement of
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the stroller push handle to the extended position and to lie
alongside the seat shell and away from the carry handle in
response to movement of the stroller push handle to the
retracted position.
14. A compact collapsible stroller comprising
a seat shell configured to receive an infant,
a rolling base including a shell-support frame, and
a shell mount configured to interconnect the seat shell and
the rolling base to support the seat shell in a supported
position above the rolling base for movement therewith
in an expanded use mode associated with the rolling base
and to release the seat shell from the supported position
to permit separation of the seat shell from the rolling
base in a collapsed storage mode associated with the
rolling base, wherein the rolling base further includes a
front wheel unit mounted on a front end of the shell-
support frame for pivotable movement about a front
pivot axis between a retracted position arranged to lie
under the shell-support frame in the collapsed storage
mode of the rolling base and an extended position
arranged to extend away from an underside of the shell-
support frame to elevate the front end of the shell-sup-
port frame above ground underlying the rolling base in
the expanded use mode of the rolling base and a rear
wheel unit mounted on a rear end of the shell-support
frame for pivotable movement about a rear pivot axis
between a retracted position arranged to lie under the
shell-support frame in the collapsed storage mode of the
rolling base and an extended position arranged to extend
away from the underside of the shell-support frame to
elevate the rear end of the shell-support frame above
ground underlying the rolling base in the expanded use
mode of the rolling base, and wherein a first front wheel
included in the front wheel unit moves rearwardly to lie
in close proximity to the rear end of shell-support frame
in the collapsed storage mode of the rolling base and a
first rear wheel included in the rear wheel unit is
arranged to move forward to lie in close proximity to the
front end of the shell-support frame in the collapsed
storage mode of the rolling base,
wherein the front wheel unit further includes a first front
leg having an upper end mounted on the shell-support
frame for rotation about the front pivot axis and a lower
end coupled to the first front wheel to support the first
front wheel for rotation about an axis of rotation, the rear
wheel unit further includes a first rear leg having an
upper end mounted on the shell-support frame for rota-
tion about the rear pivot axis and a lower end coupled to
the first rear wheel to support the first rear wheel for
rotation about an axis of rotation, and the first front leg
and first rear leg are arranged to lie in side-by-side criss-
crossed relation to one another in the collapsed storage
mode of the rolling base and in spaced-apart splayed
relation to one another to diverge in a direction extend-
ing away from the shell-support frame in the expanded
use mode of the rolling base,
wherein the shell-support frame includes a front bar
arranged to extend generally along the front pivot axis, a
rear bar arranged to extend generally along the rear pivot
axis, a first side bar arranged to interconnect companion
first ends of each of the front and rear bars, and a second
side bar arranged to interconnect companion second
ends of each of the front and rear bars, and
wherein the front, first side, rear, and second side bars are
connected in series to form an endless loop and a bound-
ary of a central basket-receiving aperture and the stroller
further comprises a basket configured to mate with the
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shell-support frame in a stroller mode of the basket and
extend downwardly through the central basket-receiving
aperture toward ground underlying the rolling base.

15. The stroller of claim 14, wherein the basket comprises
a pliable material and is attached non-permanently to the
rolling base.

16. The stroller of claim 14, wherein the basket includes a
container formed to include an article-storage space and a
firsthandle coupled to the container and configured to provide
shoulder-strap means for carrying the container on a shoulder
of'a person as a wearable shoulder bag after separation of the
basket from the shell-support frame.

17. A compact collapsible stroller comprising

a seat shell configured to receive an infant,

a rolling base including a shell-support frame, and

a shell mount configured to interconnect the seat shell and

the rolling base to support the seat shell in a supported
position above the rolling base for movement therewith
in an expanded use mode associated with the rolling base
and to release the seat shell from the supported position
to permit separation of the seat shell from the rolling
base in a collapsed storage mode associated with the
rolling base, wherein the rolling base further includes a
front wheel unit mounted on a front end of the shell-
support frame for pivotable movement about a front
pivot axis between a retracted position arranged to lie
under the shell-support frame in the collapsed storage
mode of the rolling base and an extended position
arranged to extend away from an underside of the shell-
support frame to elevate the front end of the shell-sup-
port frame above ground underlying the rolling base in
the expanded use mode of the rolling base and a rear
wheel unit mounted on a rear end of the shell-support
frame for pivotable movement about a rear pivot axis
between a retracted position arranged to lie under the
shell-support frame in the collapsed storage mode of the
rolling base and an extended position arranged to extend
away from the underside of the shell-support frame to
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elevate the rear end of the shell-support frame above
ground underlying the rolling base in the expanded use
mode of the rolling base, and wherein a first front wheel
included in the front wheel unit moves rearwardly to lie
in close proximity to the rear end of shell-support frame
in the collapsed storage mode of the rolling base and a
first rear wheel included in the rear wheel unit is
arranged to move forward to lie in close proximity to the
front end of the shell-support frame in the collapsed
storage mode of the rolling base, and

wherein the stroller further comprises a basket that is con-

figured to be mated to the shell-support frame to form a
storage basket under the seat shell in the expanded use
mode of the rolling base when the seat shell is supported
on the shell mount above the rolling base and that is
configured to provide a wearable shoulder bag when
separated from the shell-support frame.

18. The stroller of claim 17, wherein the basket includes a
container formed to include an article-storage space and a
firsthandle coupled to the container and configured to provide
shoulder-strap means for carrying the container on a shoulder
of'a person as a wearable shoulder bag after separation of the
basket from the shell-support frame.

19. The stroller of claim 17, wherein the basket includes a
container, a first handle coupled to the container, and a second
handle coupled to the container and arranged to lie in spaced-
apart relation to the first handle, and the container is arranged
to underlie the seat shell when the seat shell is supported on
the shell mount.

20. The stroller of claim 19, wherein the first and second
handle cooperate to provide fastening means for mounting the
container of the basket to the shell-support frame.

21. The stroller of claim 20, wherein each of the first and
second handles is adjustable in size so as to be lengthened at
the option of a caregiver to facilitate use of the basket as a
wearable shoulder bag.
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